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CHAPTER 3 ST-G2040-1.1 5

DRAWING DEVELOPED FOR ML-3/ML-4 PROJECTS.

FOR ML-1/ML-2, ADDITIONAL REQUIREMENTS AND

QA REVIEWS ARE REQUIRED. (REMOVE THIS NOTE

WHEN INSERTED INTO A DRAWING PACKAGE)

NOTES FOR DESIGNER: ( DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

TYPICAL FENCE DETAIL
SCALE: NONE

C-XXXX

X

1. EDIT THE FENCE DETAILS IN CONSULTATION WITH LANL PHYSICAL SECURITY TEAM TO

SUIT PROJECT, FIELD CONDITIONS, BARBED WIRE OR BARBED TAPE, AND NUMBER OF

BARBED WIRE STRANDS.

2. REFER TO LANL MASTER SPECIFICATION 32 3113, CHAIN LINK FENCES AND GATES, FOR

ADDITIONAL FENCE HEIGHT, FABRIC GAGE, WIRE TIES, AND FENCE TOPPING

REQUIREMENTS.

3. SECURITY FENCE (FABRIC) HEIGHT SHALL BE DETERMINED BY LANL PHYSICAL

SECURITY TO REFLECT IF THE PROJECT IS FOR PROTECTING A LIMITED AREA OR HIGH

SECURITY AREA.

4. DESIGNS FOR HEIGHTS EXCEEDING 16 FEET SHALL BE REVIEWED BY A STRUCTURAL

ENGINEER.
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LINE POSTS

BARBED WIRE

POST CAP

TERMINAL POST

TENSION BAR

TENSION BAND

BARBED TAPE

HORIZONTAL BRACING EVERY

4'-0" OF FENCE HEIGHT

[TOP RAIL OR TENSION WIRE]

BRACE END

TENSION ROD

(TYPICAL)

CHAIN LINK

GROUND ROD

BOTTOM TENSION WIRE

CONCRETE PIER
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